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3M™ Tripolarized Wiremount Socket
.050″ × .100″ for .025″ Pitch Cable 820 Series

Physical

Electrical

Environmental

Insulation
Material: Glass Filled Polyester (PBT)

Flammability: UL 94V-0
Color: Gray

 Contact Material: Copper Alloy
Plating:

Underplating: 100 μ″ [ 2.54 μm ] Nickel
U-Slot: Matte Tin or tin-lead (see ordering information)

Wiping Area: 30 μ″ [ 0.76 μm ] Gold
Wire Accommodation: 30 AWG Solid, 30 AWG Pleated Foil, and 30 AWG Stranded

Marking: 3M Logo and Orientation Triangle

Current Rating: 0.5 A
Insulation Resistance: > 1 × 109Ω at 500 VDC

Withstanding Voltage: 500 VRMS at Sea Level

Temperature Rating:  -55°C to +105°C
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• Tripolarization to mating socket
• 50 mil × 100 mil halves the connector length
• Hill-n-dale design provides a high performance 

IDC termination
• Insert-molded copper alloy contacts for 

superior strength and reliability
• Metal cover latch and cable strain relief for long 

term reliability
• Contacts: 20, 26, 36, 40, 50, 60, 68, 80 and 100
• See Regulatory Information Appendix (RIA) for 

chemical compliance information

Date Modified: February 6, 2007

UL File No.: E68080
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Contact
Quantity

Dimensions

A B

020 .755
[ 19.18 ]

.670
[ 20.83]

026 .905
[ 22.99 ]

.820
[ 20.83 ]

036 1.155
[ 29.34 ]

1.070
[ 27.18 ]

040 1.255
[ 31.88 ]

1.170
[ 29.72 ]

050 1.505
[ 38.23 ]

1.420
[ 36.07 ]

060 1.755
[ 44.58 ]

1.670
[ 42.42 ]

068 1.955
[ 49.66 ]

1.870
[ 47.50 ]

080 2.255
[ 57.28 ]

2.170
[ 55.12 ]

100 2.755
[ 69.98 ]

2.670
[ 67.82 ]
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Ordering Information

Notes:
1. This polarization slot does not exist on the 20 position socket.
2. Recommended to be mated to the .050″ × .100″ 810XX series headers.

Socket
82XXX-600X-XX

Strain Relief:
0 = No Strain Relief
6 = With Strain Relief

Contact Quantity:
See Table

Application tools: 3M™ Press 3640 (or equivalent), 3M™ Locator Plate 3443-113 , 3M™ Platen 3442-45.

3858-XXX

Contact Quantity:
See Table

(If Ordered Separately)
Strain Relief

 

.0 .00 .000
inch ± .1 ± .01 ± .005

[ ] D im ens io ns  fo r R e fe re nce  
O n ly
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In ch

.23  ±  .002
[ 5.8 ] .30  ±  .002

[ 7.6 ]

   .025 (2)
[ 0.64 ]

.24
[ 6.1 ]

.15
[ 3.8 ]

   .56 Ref
[ 14.2 ]
(With Strain Relief)

.050
[ 1.27 ]

.025
[ 0.64 ]

.050
[ 1.27 ]

.025
[ 0.64 ]

A

   .46 Ref
[ 11.87 ]
(Without Strain Relief)

.30
[ 7.6 ]

.100
[ 2.54 ]

B

Triangle Indicates
Position 1

Position 1

Position 2

See Note 1
.050 Ref
[ 1.2 ]

A

Assembled Height

.24
[ 6.1 ]

Plating options:
blank = tin-lead U slots (App. E 3 and C2 Apply)
RB = matte tin U slots  (App. E1 and C1 Apply)




